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5. Electrical Optical Characteristics at Ta=25°C

Parameter Symbol Condition Min Typ.* Max Unit

Input

VF IF=50mA --- 1.25 1.6 V

IR VR=4V --- --- 10 μA

Ct V=0, f=1MHz --- 50 --- pF

Output

ICEO VCE=20V,
IF=0mA --- 10 100 nA

BVCEO
IC=1mA
IF=0mA 80 --- --- V

BVECO
IE=0.1mA
IF=0mA 7 --- --- V

Transforming
Characteristics

CTR
IF=5mA
VCE=5V

50 --- 600 %

IC 2.5 --- 30 mA

VCE(sat)
IF=10mA
IC= 1mA --- --- 0.3 V

Riso
DC500V

40~60%R.H. 1012 --- --- Ω

Cf V=0, f=1MHz --- 0.3 --- pF

tr VCC=5V,
IC=2mA
RL=100Ω

--- 3 18 μs

tf --- 4.7 18 μs



Shenzhen Orient Components Co., Ltd OR-10XX

Copyright© 2019 Orient .All rights Reserved A04

6. Rank Table of Current Transfer Ratio
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7.Naming Rule

注：
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8. Package Dimension

9.RRECOMMENDED FOOT PRINT PATTERNS (MOUNT PAD)
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